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Unpack the press carefully and look for the following: 


. Press less Handle 

. Handle with Grip and Lock Nut 
. Primer Catcher 

. Resizing Lubricant 

. Small Primer Plug and Sleeve 


. Reloading Dies and shell holder if purchased as 
“Rock Chucker Combo’”’ 


Report any shortage to your dealer immediately. 


ALL ABOUT YOUR 
ROCK CHUCKER PRESS 


Designed specifically for heavy-duty reloading, case forming, and bullet 
making, the Rock Chucker Press is the ultimate in reloading presses. It is 
engineered to handle the largest and longest cartridges, including the 
300 Weatherby, .300 H&H, and .375 H&H Magnums. Veteran reloaders 
are actually amazed when they discover how the Rock Chucker Press 
can full-length size cases with less effort than other presses neck size. 
Using RCBS Case Forming Dies this Press will form .30-06 cases into 
many other calibers as easily as other presses full-length size. 


Develops Tons of Work Pressure 


By combining the famous RCBS Block ‘‘O’’ Frame with the RCBS 
patented compound-leverage system, the Rock Chucker will develop 
tons of work pressure that would spring other press frames out of align- 
ment. To ensure perfect alignment under these pressures, the Rock 
Chucker Press frame provides a full 4 inches of ram-bearing surface to 
rigidly support the one-inch diameter Main Ram. The patented 
compound-leverage action is similar to that of a power punch press. As 
handle pressure increases, the leverage is compounded, building up 
maximum work pressure in the Main Ram as it travels the full length of 
the stroke without hesitation. It is this leverage-compounding action 
which is making reloading press history. 


To withstand the punishment of heavy-duty reloading, press toggle block 
and links are cast from ductile iron. Pins are machined from specially 
hardened steel. Handle is made of solid steel—has comfortable handle 


grip. 


Your Rock Chucker Press includes these accessories: 


UNIVERSAL PRIMER ARM: equipped with interchangeable Primer Plug 
and Sleeves for seating large and small rifle and pistol primers. Change 
takes less than one minute. Unique, flat return spring helps prevent 
primers from jamming Primer Arm action. SHELL HOLDER (if purchased 
as a “‘combo’’): Precisioneered to the most exacting tolerances; holds 
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case securely and eliminates problems with headspacing or improper 
sizing. Shell Holder can be rotated to any convenient angle and still main- 
tain perfect alignment required for precision primer seating. ‘‘Snap- 
action’’ Clip Spring permits changes from one caliber to another in 
seconds. PRIMER CATCHER: keeps spent primers from dropping to the 
floor: is easily removed for emptying; will not spill accidentally. 
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ROCK CHUCKER PRESS 


1. PRIMARY ASSEMBLY 


A. Mount Press to a workbench (or table) with two 3/8” bolts of sufficient 
length to penetrate Press base and bench. In an emergency the Press 
can be fastened to bench or table with a ‘‘C’’ clamp. 


B. Remove the Lock Nut from the Handle and install the threaded por- 
tion of the Handle through the Toggle Block as shown above. Attach 
the Lock Nut and tighten firmly. The Lock Nut must be tight at all 
times to avoid breakage of the Handle or Toggle Block. 

C. Carefully remove the Locking Bar cast on the front of the Primer 
Catcher. Slip Primer Catcher in place around the Press Frame and 
secure with the Locking Bar in the slots provided. 
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2. THREAD SIZE 


Tne Rock Chucker Press utilizes the same standard 7/8’’-14 thread for all 
Standard reloading dies and accessories. 


3. LUBRICATION OF PRESS 


This Press was pre-lubricated at the factory. However, it is necessary to 
lubricate all movable parts from time to time with a gun oil. If rust spots 
appear, swab lightly with gun oil and wipe dry. 


4. UNIVERSAL PRIMER ARM 


The Universal Primer Arm is furnished with inter- 
eninnt: changeable primer plugs and sleeves for large and small 
SLEEVE primers. The plugs and sleeves may be changed without 

removing the complete primer arm. The primer arm is fur- 
\ plu _nished with the large primer plug and sleeve installed. To 


change for small primers: pull the primer sleeve down on 
the primer plug low enough to expose the cross hole. A 
small nail or straightened paper clip can be used to turn 
the primer plug counter-clockwise. Use care in turning the 
primer plug as it is under pressure from the spring and 
may fly loose. Drop the small primer plug through the 
small sleeve. Place the spring on the primer arm body. 
ocrew the primer plug into the primer arm body. Tighten 
the assembly with a small nail or paper clip through the 
hole in the primer plug. Do not over tighten. Check from 
time to time to be sure the primer plug remains tight. The 
Universal Primer Arm may be removed by driving out the 
primer arm pin at the base of the primer arm. 


When ejecting spent primers with Sizer or Fxpander Die, 
push primer arm forward, about halfway, to deflect primer 
into primer catcher. 


J. SHELL HOLDER 


The Rock Chucker Press Ram accepts removable type shell holders for 
economy and quick changes. To install: insert Shell Holder into Ram and 
twist slightly to left. To remove, twist slightly to the right. 


6. AUTOMATIC PRIMER FEED coptionat) 


The two setscrews on the front of the Press frame are for installation of 
the RCBS Automatic Primer Feed. This and other RCBS accessories for 
your Press are available at your gun dealer. 














KEY PART NO. 
1 09124 
a 09141 
3 09127 
& 09128 
3) 09145 
6 09140 
ff 09105 
8 09132 
8 09134 
2 09111 

10 09142 
11 09135 
12 09136 
13 09137 
14 09500 
14 09550 
1S 09138 
16 09099 
i OS113 
18 09114 
19 09143 
20 09144 
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ROCK CHUCKER PRESS 
PARTS LIST 





DESCRIPTION 

Frame 

Linkage Arm (2) 

Linkage Arm Pin, Left 
Linkage Arm Pin, Right 
Toggle Block 

Toggle Block Pin 

Retaining Ring 2"’ (2) 

Main Ram (Pre-1982 presses) 
Main Ram 

Main Ram Clip Spring 

Main Ram Pin 

Rock Chucker Press Handle 
Handle Nut 

Handle Grip 

Universal Primer Arm (Pre-1982 presses) 
Universal Primer Arm 
Bushing 

setscrew, 10/32’'x1/4"’ (2) 
Universal Primer Arm Pin 
Primer Catcher 

Retaining Ring 3/8’’ Smal! (2) 
Bow Washer 134-5-20 4 
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OROVILLE, CALIFORNIA 95965 


Made in USA 
Fabrique en Etats Unis 


